
COOLING

Fanless

POS TERMINAL

Intel® Celeron® J4125 | Intel® i3 |  Intel®  i5
PROCESSOR 

We Introduce
NEL point
It's no more a cashier point, 
Let us make it a NEL point

MEMORY

8GB

STORAGE

128GB SSD

TOUCH PANEL

10 POINT Capacitive 



Intel® Celeron® J4125               Intel®  i3                       Intel® i5Processor 

Memory

Storage

Display 

Touch Panel

LAN port

Serial (RS-232C)

VGA port

USB port

Audio port

Speaker

Expansion Interface

Cooling

Power Adaptor (External)

Tilt Adjustment

Dimension (WxHxD) (mm)

Weight (W / STAND)

OS

Material

Card Reader 

Secondary Display

Customer Display (VFD)

Integrated MSR123/I-Button/Fingerprint unlock

10", 15.2" LED Liquid Crystal

2X20 VFD

SPECIFICATION NEL PTW1700 SERIES

PTW 1701 PTW 1703 PTW 1705

NEL Technology Systems,
Woodlands, SG.03,
Singapore 730019.
sales@neltechsys.com
www.neltechsys.com

OPTIONAL

8GB (Upgradable upto16GB)

128GB SSD or 1TB HDD

1

6  (2 Behind the screen)

2 (1x Line out, 1x Mic-in)

1

mini-PCIe

Fanless

17.2 Inch LED Liquid Crystal

10 POINT Capacitive

01 RJ45 Ethernet

60[W] Adaptor

Input AC 100~240V/50~60HZ, DC 12V/5.0A

0º ~ 90º
44*43*30CM

8.0KG 

win 10, win7/Linux

All Alluminum 

2

COM x2 can be powered 0V,5V,12V by Jumper


